
 

              AHD 

SECURUS SS-15D-AHDF-M2 
2.0 Megapixel AHD IR Dome Camera for Indoor Use. 
 
SS-15D-AHDF-M2 is 2.0 Megapixel IR Dome Camera. AHD Cameras 
are part of the Latest Revolution in Surveillance Industry. AHD 
Cameras deliver 2.0 Megapixel resolution over Normal Co-Axial 
Cables. It supports a transmission distance of up to 500 Meters. 
Securus AHD Cameras deliver amazing image in both Day and Night 
Modes.  
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ANALOGUE HIGH DEFINITION                                                  

RESOLUTION: 2.0 MEGAPIXELS 

 



                                                                                                   *Specifications can change without prior notice. 

 

Parameter Details 

Model SS-15D-AHDF-M2 

Make SECURUS 

Image Sensor S-DIS 1/3 2.0 Megapixel Image Sensor 

TV System PAL/NTSC 

Video Standard Compliance with HD-AHD 

Effective Pixel 1280 x 1080 Pixels  

Video Frame Rate 1280 x 1080 Pixels @ 25FPS 

Video Output 1 x BNC HD-AHD Video Out 

Lens Mount  3.6mm HD Lens 

Day/Night Auto(ICR)/Color/BW 

IR Distance 15 Meters 

LED Wavelength 30 IR φ 5mm LEDs 

Minimum Illumination 0.01 Lux/ F1.2 (AGC ON) 

Noise Reduction 2D/3D 

Synchronization Internal 

Electronic Shutter Speed 4/25 - 1/45,000 seconds 

Transmission 500 Meters @ 75-3 Coaxial Cable  

Power Supply 12V DC  ±10% 

Operation Temperature -10 to 50 deg. C (Humidity: 95% max) 


