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Security. Never Compromise!

All IN ONE (AHD+HDTVI+HDCVI+ANALOG)

ANALOGUE HIGH DEFINITION
RESOLUTION: 1.3 MEGAPIXELS

SECURUS SS-15DX-AHD-M1.3

1.3 Megapixel AHD IR Dome Camera for Indoor Use.

SS-15DX-AHD-M1.3 is 1.3 Megapixel IR Dome Camera. AHD Cameras
are part of the Latest Revolution in Surveillance Industry. AHD
Cameras deliver 1.3 Megapixel resolution over Normal Co-Axial
Cables. It supports a transmission distance of up to 500 Meters.
Securus AHD Cameras deliver amazing image in both Day and Night
Modes.

SECURUS ‘AHD’ SERIES CAMERA RANGE
01/01/2016

AHD
1.3 AHD 15
Megapixel Camera Meters
. CVBS TVI
2.8 4inl
HD Lens Camera

Cvi



SECURUS

Secunty Never Compromise!!

Parameter Details

Model

SS-15DX-AHD-M1.3

Make

SECURUS

Image Sensor S-DIS 1/4 1.3 Megapixel Image Sensor

TV System PAL/NTSC

Video System AHD/CVI/TVI/CVBS(4 in 1)

Effective Pixel 1.3MP,1280 x 960 Pixels

Image Resolution

960P

Synchronization

Internal

Scanning System

Progressive Scan

Lens Mount

2MP HD 2.8mm Fixed Lens

Infrared LED

14u x 18PCS

Infrared Distance

15 ~ 20M

Day/Night IR Cut Filter With Auto Switch
White Balance Auto
Gain Control Auto
Noise Reduction DNR
Picture Adjustment YES
WDR YES
OSD Support YES
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Parameter Details

UTC YES

Housing Plastic

IR Cut Filter YES

Operation Temperature -10°C ~ +50°C RH95% Max
Storage Temperature -20°C ~ +60°C RH95% Max
Power Source DC12V+10%, SOO0mA
Dimension 90.5(W) x 80(H) x 80(D)mm
Weight 380g
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